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EDGE COMPUTER/DATA ROUTER CONNECTOR PIN OUTS 
 
ARROW MAIN FLASHBOARD OUTPUTS 
1. 
2. GND 
3. $VALUE SIGNAL, 0-5V, 150ma 
4. GND 
5. GAME INDICATOR SIGNAL, 0-5V, 150ma 
6. 
 
BK DATA FLASHBOARD OUTPUT 
1. 
2.  
3. BK B DATA SIGNAL, 0-5V, 150ma 
4. GND 
5.  
6. 
 
BK $VALUE FLASHBOARD OUTPUT 
1. 
2.  
3. BK $VALUE SIGNAL, 0-5V, 150ma 
4. GND 
5.  
6. 
 
ARROW TEAR OPEN FLASHBOARD OUTPUT 
1. 
2. GND 
3. $VALUE SIGNAL, 0-5V, 150ma 
4. GND 
5. GAME INDICATOR SIGNAL, 0-5V, 150ma 
6. 
 
BK TEAR OPEN FLASHBOARD OUTPUT 
1. 
2.  
3. BK B DATA SIGNAL, 0-5V, 150ma 
4. GND 
5.  
6. 
 
BOTH VIDEO CONNECTORS ARE 75 OHM BNC COMPOSITE VIDEO LINE DRIVER 
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Specifications 
Disclaimer: 
 
Not all consoles are shipped with identical specifications and equipment and 
the following specifications are intended as a base line reference for the 
performance of the E-max product line. Specifications are subject to change 
without notice because of the dynamic aspect of the computer hardware and 
software marketplace. 
 
General Features of Electronics Console: 
 
Slate gray wood cabinet with black trim, modular design 
Heavy duty casters, rear locking front non-locking 
One key lock, two keys 
UPS, Internal, 10 minute backup 
Computer: 

Intel CPU Pentium M 
512 MB RAM, 40 GB hard drive, CDRW drive, 

   Sound, 1 VGA video port, 4 USB ports, 
   1 parallel port, 2 serial ports, 2 Ethernet ports, 
   Reduced size keyboard, mouse 
Operator display: 

15" color LCD flat display: 
    Touch panel, speakers, magnetic card reader 
Internal Data Router to computer housing: 
 1 Ball tray computer serial port 

2 Arrow main flashboard outputs, each with both G.I., $value and status LEDs 
1 BK B Data main flashboard output with status LEDs 

   1 BK $value flashboard output with status LEDs 
   1 Arrow & 1 BK Tear Open flashboard output with status LEDs 
   2 BNC connectors with same composite video output  
   Software switched external video  
   Manual back up mode when computer fails 
CDs- restore application, database, and blank backup 
Magnetic card reader for security access 
1 year warranty  
 

Appendix 

B 
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General Features of Ball Console 
 

• 75 ball console     
• Slate gray cabinet with black trim, modular design 
• Red / Green / Silver ball chamber 
• Arm rest     
• Heavy duty casters, rear locking, front non-locking     
• Sealed Ball bearing blower motor with power on/off switch 
• Hepa air filter  (HH246 Filter Replacement)    
• Anti-static control and metal ball tube 
• Dual ball chambers for reduced noise 
• Integrated digital camera   
• LED ball illumination      
• Spill resistant rubber ball switches 
• Raised ball for easy removal from ball tray 
• Integrated ball tray computer 
• Cup holder  
• 1 set of double numbered bingo balls 

 
Detailed System Specifications 
 
Size: 
52” wide x 32” deep x 30” high, + 15” high for the monitor 
240 lbs 
 
Environment: 
Indoor use only, no condensation 
Recommended Operating Temperature: 15C to 35C (59F to 95F) 
Storage temperature: -5C to 45C (23F to 113F) 
 
Regulatory: 
Components are designed to meet or are UL and CSA approved 
 
Electrical: 
Flashboard outputs: 

 0 to 5V output, up to 150ma sink or source, short circuit and ESD protected 
Fused for severe damage 

Video outputs: 
Composite video – 0 to 5V max, 75 ohm output, RCA jack 

Audio outputs: 
0 to 5V max, signal levels and output impedance not intended to directly drive speakers, stereo 3.5 mm 
receptacle 

Audio input: 
 Signal levels compatible with standard PC sound card, MIC IN circuitry. 
 
Power Input: 
60 Hz, 115 VAC nominal, 103 VAC min, 126 VAC max 
Service feed wire must be 14 AWG or better and must be able to support 15 A. 
Power should be reasonably free of noise and large surges. 
Console will operate from the UPS for up to 10 minutes in the event of a power failure 
 
 
 
 
 
Gaming Related Specifications: 
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Software Architecture: 
MSWindows XP Pro operating system with custom Arrow gaming application shell. 
Gaming operator never has access to the Windows operating system 
 
Perms: 
Verifies all Arrow paper perms – other perms available on special request 
Tracks paper serial numbers 
 
Security: 
Three levels of system security for personnel access to equipment and gaming operations 
User can change password 
Encrypted hard drive for maximum gaming security 
Loads only Arrow generated gaming CDs 
 
Operations: 
Supports multiple organizations and multiple sessions on one console with security access 
Operator can interchangeably use touch panel, keyboard, or mouse for input 
Balls wrongly inserted in the ball tray can be easily reset on the operator screen 
Live, digital ball camera image (picture-in-picture) on operator screen 
Supports multilevel payouts and generates payout report 
Hundreds of factory pre-loaded game patterns 
Powerful, yet easy to use new pattern generator 
Logs all gaming activity to a file which can be printed or recorded on a CD 
Back up CDs can be generated to protect gaming setups and database 
Console Operator Manual stored on the hard drive 
 
Networking: 
Two Ethernet ports for maximum flexibility. (Customer specific applications) 
Optional external modem for remote dial out and remote reports 
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BINGO CONSOLE SECURITY TABLE: 
Main Menu 
Function 

Operator 
(Operator +) 

Manager Technician 
(4) 

Sys Admin Regulatory 
(4) 

E-max 
Support 

Multiple 
Organizations 

NO YES (1) YES YES NO NO 

Activate  NO 
OP+, YES 

YES YES YES NO NO 

Play Bingo YES YES YES YES NO NO 
Setup NO YES YES YES NO NO 
Utilities YES (5) YES (5) YES (3)(5) YES YES (5) NO 
Deactivate NO 

OP+, YES 
YES YES YES NO NO 

Log out NO YES  YES  YES YES NO 
Restart YES YES YES YES YES NO 
Shutdown YES YES YES YES YES NO 
 
Utilities 
Function 

Operator 
(Operator +) 

Manager Technician Sys Admin Regulatory E-max 
Support 

User Security NO YES(2) NO YES NO NO 
E-max MDL NO YES YES YES NO NO 
Hardware set NO NO YES YES YES NO 
Maintenance NO NO NO YES NO NO 
Backup NO NO NO YES NO NO 
Restore NO NO NO YES NO NO 
Upgrades NO NO YES YES NO NO 
Lamp test YES YES YES YES NO NO 
Device test YES YES YES YES YES NO 
Calibration YES YES YES YES NO NO 
Renew license NO NO NO YES NO NO 
Set clock NO NO NO YES NO NO 
Reports:       
Utilization  NO YES YES YES YES NO 
Revenue share  NO YES YES YES YES NO 
Device  NO YES YES YES NO  NO 
Device load  NO NO YES YES YES NO 
Gaming  NO YES YES YES YES NO 
Payout NO YES YES YES YES NO 
Frequency NO YES YES YES YES NO 
Logs:       
Download  NO NO YES YES NO NO 
Package builder NO NO YES YES NO NO 
Error NO NO YES YES NO NO 
 
Phone reports Operator Manager Technician Sys Admin Regulatory E-max 

Support 
Regulatory NO NO NO NO YES NO 
Distributor NO NO YES YES NO NO 
EGC NO NO NO YES NO NO 
 


